
Table R2

JOS - Pomona Water Reclamation Plant
REASONABLE POTENTIAL ANALYSIS

using
Technical Support Document (TSD) Methodology

C
O

N
S

TI
TU

E
N

T

U
ni

ts

N
um

be
r 

of
 S

am
pl

es

M
ax

im
um

 O
bs

er
ve

d 
E

ff
lu

en
t 

C
on

ce
nt

ra
tio

n

C
V

M
ul

tip
lie

r

P
ro

je
ct

ed
 M

ax
im

um
 E

ff
lu

en
t 

C
on

ce
nt

ra
tio

n 
(9

9/
99

)

D
ilu

tio
n 

R
at

io

P
ro

je
ct

ed
 M

ax
im

um
 R

ec
ei

vi
ng

 
W

at
er

 C
on

ce
nt

ra
tio

n

W
at

er
 Q

ua
lit

y 
O

bj
ec

tiv
e

H
P

-H
um

an
 h

ea
lth

 p
ro

te
ct

io
n

A
P

-A
qu

at
ic

 li
fe

 p
ro

te
ct

io
n

R
E

A
S

O
N

A
B

LE
 P

O
TE

N
TI

A
L 

Antimony µg/L 55 0.6 0.3 1.31 0.79 0 0.79 6 HH NO
Arsenic µg/L 54 2.2 0.2 1.20 2.65 0 2.65 10 HH NO
Bis(2-ethylhexyl)phthalate µg/L 55 5.3 0.6 1.67 8.84 0 8.84 4 HH YES
Total trihalomethanes µg/L 44 47.8 0.8 2.08 99.42 0 99.42 80 HH YES
Iron µg/L 53 60 0.3 1.32 79.13 0 79.13 300 HH NO

*  Effluent limits are prescribed for constituents which have reasonable potential to exceed non-CTR criteria, using the TSD RPA methodology.
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